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ELECTRICAL DATA

This Is An Orig inal Product From Fulham Co., Inc

Description: 1.4A, 60W Constant Current LED Driver. Universal Input Voltage Range 120-277VAC.

RoHS
COMPLIANT IP64

MECHANICAL DATA WIRING DIAGRAMS

WHT(N)

INPUT
120-277V

OUTPUTBLK(L)

RED

BLU

INPUT SIDE LENGTH

WHITE 330mm [13"]

BLACK 330mm [13"]

OUTPUT SIDE LENGTH

RED 330mm [13"]

BLUE 330mm [13"]

Tolerance = ±0.02"

Inpu t Vo ltage 120-277VAC , 50 /60H z

Inpu t C u rren t 0 .58A@ 120V, 0 .25A@ 277V

Inpu t Pow er 70W

Pow er Facto r >0 .9

TH D <20%

D river Type C ons tan t C u rren t

Ou tpu t C u rren t 1 .4A

Outpu t Vo ltage  R ange 19-43VD C

Outpu t Wa ttage 60W

N um ber o f Ou tpu t C hanne ls 1

R FI/EMI FC C  PAR T 15B C ON SU MER , EN 55015

Outpu t Type C LASS 2

Am b ien t Opera ting  Tem pera tu re  R ange  -20 ºC  to  61 ºC

Max C as e  Tem pera tu re  a t Tc 90ºC

Sound  R a ting A

Inpu t Su rge  Pro tection L ine -N eu tra l 2kV, L ine  & N eu tra l-Ground  4kV

Inpu t C u rren t Pro tection

Ou tpu t Sho rt C ircu it Pro tection

Ou tpu t Open  C ircu it Pro tection

Ou tpu t To  Ground  Short Pro tection

Overload  Pro tection

Expected  Se rvice  L ife 5  YEAR S

Approva ls  / C las s cU R us  L ISTED , R oH S; C E

Pro tections

One 1.4A Independent, Constant Current Output Channel. 

Fulham extends a limited warranty only to the original purchaser or to the first user for a period of 5 years from the date of manufacture when properly 
installed and operated under normal conditions of use. For complete terms and conditions, please reference the Fulham product catalog (www.fulham.com)
Due to a program of continuous improvement, Fulham reserves the right to make modifications or variations in design or construction
to the equipment described. © Fulham Company Limited, All Rights Reserved.

Compatible LED Modules:
Any LED module designed to accept constant current input up to 1.4A and has a voltage range
between 19-43VDC. 


